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10:1 Turndown Ratio

Up to 96% Efficient

Vents in Inexpensive,  

Easy-to-Install PVC Pipe,  

Up to 200 Combined Feet

State of the Art Control  

Interface: Tota l  System Contro l

No Primary/Secondary  

Piping Required   

Impressive Range:  

7 Models, Ranging from  

80,000 to 399,000 Btuh

Floor Standing or Wall Mount

12 Year Limited Warranty

316L Stainless Steel Heat Exchanger

Highly Efficient 
Premier
Gas Fired

Boiler



Premier Gas Fired Applications:  Radiant Floor  • Fan Coil  • Base Board  •  Snow Melt  •  DHW (w/ Indirect Tank or VWH) • Pool Heater (w/ Indirect Tank)  •  ASME

State of the art control  
interface:  a 2 line 20 character 
LCD control interface:  
Total System Control

316L Stainless Steel  
Heat Exchanger

Air / Gas Mixer

Customer Control  
Board

928 Control Board

Air Channel

Flame Rectification  
Probe / Electrode

Burner

Gas Valve

Blower Motor

Power Button

Spark Electrode

Water Pressure &  
Switch Thermistor



, WESTINGHOUSE are trademarks of Westinghouse Electric Corporation. Used under license by HTP, Inc. All Rights Reserved.

Heat Exchanger 
Bears the ASME  

“H” Stamp

AND ARE SUBJECT TO CHANGE
ALL DIMENSIONS ARE APPROXIMATE

 "N" DENOTES NATURAL GAS  
 "LP" DENOTES PROPANE

*

* Thermal Efficiency (Not AFUE)

LP
Model

Btuh / Input
Range AFUE

WBRELP080 8,000 - 80,000 96.4

WBRELP110 11,000- 110,000 96.4

WBRELP150 15,000- 150,000 95.4

WBRELP220 22,000- 220,000 95.2

WBRELP299 30,000- 299,000 94.5

WBCELP301 30,000- 301,000  96.1*

WBCELP399 40,000- 399,000 96.5*

NG
Model

Btuh / Input
Range AFUE

WBRENG080 8,000 - 80,000 96.4

WBRENG110 11,000- 110,000 96.4

WBRENG150 15,000- 150,000 95.4

WBRENG220 22,000- 220,000 95.2

WBRENG299 30,000- 299,000 94.5

WBCENG301 30,000- 301,000  96.1*

WBCENG399 40,000- 399,000 96.5*
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A B C D E F G H J K L SHIPPING WEIGHT
18.50 8.50 2.40 27.00 14.50 20.00 11.75 7.38 5.75 10.00 2.18 108 lbs.
18.50 8.50 2.40 27.00 14.50 20.00 11.75 7.38 5.75 10.00 2.18 113 lbs.
19.50 10.50 2.50 27.00 14.50 20.00 11.75 7.38 4.25 8.50 2.18 126 lbs.
26.50 15.50 6.00 27.00 14.50 20.00 11.75 7.38 4.25 8.50 2.18 164 lbs.     
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A B C D E F G H J K L M SHIPPING WEIGHT
24.75 14.50 7.38 3.25 36.00 16.50 21.00 11.00 7.88 4.63 9.50 3.00 211 lbs.
23.75 13.50 6.38 2.25 36.00 16.50 21.00 11.00 7.88 3.63 8.50 3.00 211 lbs.
31.75 21.50 10.75 3.75 36.00 16.50 21.00 11.00 7.88 4.63 9.50 3.00 256 lbs.

WBRENG299/ WBRELP299

WBRENG299/ WBRELP299

WBCENG301 / WBCELP301
WBCENG399 / WBCELP399
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MODEL*
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